
FEATURES

Non-penetrating

Assembles in minutes

Proprietary brackets attach to Rail to Rail, Rail to Flat, and Rail 
to Angle ladder frames

Adjustable front bar makes alignment of the rail to the frame a SNAP

Available in two finishes: Powder Coat Safety Yellow, Hot-Dip Galvanized

Fully compliant with all OSHA standards.

Safety Solution for Rooftop Ladders

The TremSafe Rooftop Ladder Access System™ is a cost effective product for providing a controlled zone to an 
access ladder. It allows you safe egress/ingress to and from the ladder. Our unquie design incorportaes our 
finishing rail which allows our system to span a parapet wall. The TremSafe Self-Closing Safety Gate is available 
as an option. The gate should be mounted on the rail sections farthest from the ladder. This creates a safe 
environment at the ladder by reducing the possibility of the gate closing on hand. We have three types of 
brackets for mounting to the ladder frame: Rail to Round, Rail to Flat Bar and Rail to Angle Iron.

A passive fall safety solution for permanent rooftop access ladders.
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TremSafe™ Rooftop Ladder Access System 



Tremco is a US Registered trademark of Tremco CPG Inc. 
The information provided on this data page supersedes all previous data concerning this product and its application. 
The Statements provided concerning the materials shown are intended solely as a general guide for material usage and are believed to be 
true and accurate. Since the manner of use is beyond our control, Tremco DOES NOT MAKE NOR DOES IT AUTHORIZE ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR ANY PURPOSE, OR ANY OTHER WARRANTY, GUARANTEE OR REPRESENTATION, EXPRESSED OR IMPLIED, 
CONCERNING THIS MATERIAL EXCEPT THAT IT CONFORMS TO TREMCO’S PRODUCT SAMPLE. Buyer and user accept the product under those 
conditions and assume the risk of any failure, injury of person or property and loss or liability resulting from the handling, storage or use of the 
product, whether or not it is handled, stored, used in accordance with directions or specifications. UNDER NO CIRCUMSTANCE SHALL TREMCO BE 
LIABLE FOR CONSEQUENTIAL OR INCIDENTAL DAMAGES ARISING FROM ANY BREACH OF WARRANTY. IN ALL CASES, TREMCO’S LIABILITY IS 
LIMITED, AT TREMCO’S OPTION, TO THE REPLACEMENT OF GOODS, OR THEIR VALUE, PROVEN TO BE DEFECTIVE IN MANUFACTURING.

TremLock® is a U.S. registered trademark of Tremco CPG Inc. Kynar 
500® is a U.S. registered trademark of Arkema Inc. 
Hylar 5000® is a U.S. registered trademark of Solvay Solexis, Inc. 
Galvalume® is a U.S. registered trademark of BIEC International Inc. 
Fluropon® is a U.S. registered trademark of SWIMC LLC.
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Toronto, ON M4H 1G7 
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Maintenance is part of Tremco 
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TremSafe Rooftop Ladder Access System 
MAIN FEATURE The TremSafe Rooftop Ladder Access System  is intended as a stand alone product for roof 

access egress.

BASE ADJUSTMENT &
LADDER ATTACHMENT DETAIL

(4) PLACES

(RAIL TO RAIL)

3/8-24 HEX SCREWS

(RAIL TO ANGLE)
(RAIL TO FLAT BAR)

BRACKET KITS
TYPE DEPENDS ON
LADDER STYLE

LOCKING PINS
(2) PLACES FRONT
(2) PLACES BACK

FIXED BASE

ADJUSTABLE BASE

OPTIONAL
33" GATE

D-RAIL

D-RAIL

LOCKING PINS
(2) FRONT
(2) REAR

LADDER WIDTH
16" TO 28"
REF

LADDER

FIXED BASE

ADJUSTABLE BASE

PARAPET IF PRESENT

(7.5' SHOWN)

RAIL LENGTH
4', 5', 7.5' & 10'

 42" 


